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Configuration turntable type DB 1250 

 

 

Turntable type DB 1250 
79111250-2 
- 0,2 – 2,0 rpm./min. 
 
79111250-4 
- 0,4 – 4,0 rpm./min. 
 
79111250-8 
- 0,8 – 8,0 rpm./min. 
 

Complete torch 
holder with manual 
torch lift f/ DB1250 
75100303-1 
 

76111002-1 
Control type 1002,  
1 – 4 turns with lap 
weld 

Requirements 

Options 

Alternatives 

Additional brush-
holder for weld power 
up to 360A – 60% 
(Excl. brush) 
17270002-1 
 
OBS: Must be 
specially produced! 

Interconnecting 
cable from control 
1002 => 
pneumatic torch 
lift 3 m. 
74320006-1 
 

74320002-1 
Interconnecting 
cable from control 
1002 => weld- 
machine, 5 m. 

Brush M 180, 
25x10x32 mm for 
above brush holder 
17271025-1 
 

Foot switch 
- start/stop, 2 stroke 
76111100-1 
 
- start/stop, 4 stroke 
76111101-1 

Clamping chuck 
- Ø 160 mm 
81100204-1 
 
- Ø 200 mm 
81100205-1 
 
- Ø 250 mm 
81100201-1 
 

Upright 
58542012-1 
 

74320001-1 
Interconnecting 
cable from DB 
1250 => control 
1002, 1,5 m. 
 
74320000-1 
Same cable but  
3 m. length 
 

Turntable type 
DB 1250 


